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4ÒÅÄÚΐ ÉÓ ÁÎ ÉÎÎÏÖÁÔÉÖÅ ÐÏÌÙÐÒÏÐÙÌÅÎÅ ÖÉÎÙÌ ÄÅÃËÉÎÇ 
system containing no wood fibers that could 
compromise its performance. 

The specifically engineered virgin material provides a 
polymeric decking system that has solved the 
shrinkage and expansion problems that others in the 
industry have experienced. 

The attractive wood grain finish and hidden fasteners 
combine to give a low maintenance, long lasting 
decking system. 

4ÒÅÄÚΐ ÅØÃÅÌÌÅÎÔ 56 ÐÒÏÐÅÒÔÉÅÓ ÁÎÄ ÅØÃÅÌÌÅÎÔ ×ÅÁÔÈÅÒ 
ability resists fading, twisting and warping. Clean up is 
a snap with mild soap and water. 

4ÒÅÄÚΐ ÉÓ ÁÖÁÉÌÁÂÌÅ ÉÎ ÆÏÕÒ ÕÎÉÑÕÅ ÃÏÌÏÒÓ 

 Colonial White  

 Weathered Gray 

 Khaki 

 Chatham Tan 

4ÒÅÄÚΐ ÉÓ ÁÖÁÉÌÁÂÌÅ ÉÎ ÏÎÅ ÃÏÎÖÅÎÉÅÎÔ ÌÅÎÇÔÈ ÏÆ ήβȱȢ  

The following instructions have been provided to help 
ÙÏÕ ÕÎÄÅÒÓÔÁÎÄ ÁÎÄ ÔÁËÅ ÁÄÖÁÎÔÁÇÅ ÏÆ 4ÒÅÄÚΐ ÅÁÓÅ ÏÆ 
installation.  

Failure to follow these instructions could risk voiding 
ÔÈÅ 4ÒÅÄÚΐ ×ÁÒÒÁÎÔÙ. 

 

GENERAL INTRODUCTION 

DECKING 

D100-W  Colonial White  

D-100-G  Weathered Gray 

D-100-K  Khaki 

D-100-T  Chatham Tan 

TRIM  

T-003A-W Channel Trim Colonial White  

T-003A-G  Channel Trim Weathered Gray 

T-003A-K  Channel Trim Khaki 

T-003A-T  Channel Trim  Chatham trim  

T-004-W   T-Trim   Colonial White  

T-004-G  T-Trim   Weathered Gray 

T-004-K  T-Trim   Khaki 

T-004-T  T-Trim   Chatham Tan 

FASTENERS 

F-101  Deck Clips  400 pcs. 

F-101-S  Starter Clips  25 pcs. 

F-102  Ωβ 8 Ϋ Бȱ #lip Screw  100 pcs. 

F-103  #8 X 2 ½ Deck Screw 100 pcs. 

F-105-W Hidden Screw Fastener W/Cap  25 pcs. 

F-105-G Hidden Screw Fastener W/Cap  25 pcs. 

F-105-K Hidden Screw Fastener W/Cap  25 pcs. 

F-105-T Hidden Screw Fastener W/Cap  25 pcs. 

  

42%$:ΐ 0!24 .5-"%23 

 SAFETY GLASSES 

 RUBBER MALLOT 

 CARPENTERS HAMMER 

 CORDED/CORDLESS DRILL DRIVER 

 #2 PHILLIPS DRIVER BIT 

 CIRCULAR SAW OR CHOP SAW 

 FINE TOOTH SAW BLADE 

 ROUTER W/ROUND OVER BIT 

 Бȱ 8 ά Бȱ LAG SCREWS 

 ΫȾάȱ 8 ήȱ ,!' 3#2%73 

 Ωβ 8 ά Бȱ $%#+ 3#2%73 

 TAPE MEASURE 

 LEVEL 

TOOLS REQUIRED 

Follow all local codes and good construction practices 
when designing and installing the deck sub structure. 
Failure to follow local building codes, including filing 
plans and inspections may result in costly post-
construction modifications. JIMDI INC. will not be 
held responsible in any way for failure to follow local 
building codes and structural requirements. 

LOCAL BUILDING CODES 
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1. Construction of the deck sub-structure should 
follow local building codes with regards to 
load bearings as well as post depths in areas 
where ground freezing is of concern. 

2. 4ÈÅ ÄÅÃË ÓÙÓÔÅÍ ÃÁÎ ÂÅ ÂÕÉÌÔ ×ÉÔÈ Ϋΰȱ ÊÏÉÓÔ 
centers; ÈÏ×ÅÖÅÒȟ ÆÏÒ ÍÁØÉÍÕÍ ÓÔÒÅÎÇÔÈ Ϋάȱ 
joist centers are preferred. Commercial 
applications require that joist spacing is at a 
ÍÁØÉÍÕÍ ÏÆ ΫάȱȢ Deck should measure 12 feet 
at the outside dimensions. 

3. Inter mediate blocking between joists should 
be installed at no greater than 6 foot intervals. 

4. Ideally, consideration should be given to 
sizing the deck sub-structure in 2 foot 
intervals. This will ensure maximum 
ÕÔÉÌÉÌÉÚÁÔÉÏÎ ÏÆ 4ÒÅÄÚΐ ÄÅÃËÉÎÇ ÍÁÔÅÒÉÁÌȢ 

5. The conÃÅÐÔ ÏÆ ÔÈÅ 4ÒÅÄÚΐ ÄÅÃËÉÎÇ ÓÙÓÔÅÍ ÉÓ 
to construct a structurally sound and level 
sub-ÓÔÒÕÃÔÕÒÅ ÁÎÄ ÔÏ ȰÆÉÌÌȱ ÉÎ ÔÈÅ ÓÕÒÆÁÃÅ ÏÆ ÔÈÅ 
ÄÅÃË ×ÉÔÈ ÔÈÅ 4ÒÅÄÚΐ ÄÅÃË ÐÉÅÃÅÓȢ 

1. Once the sub-structure is in place. Trim the 
ÅØÔÅÒÉÏÒ ÏÆ ÔÈÅ ÊÏÉÓÔÓ ×ÉÔÈ Á ȰÃÅÌÌÕÌÁÒ ÐÖÃȱ ÔÙÐÅ 
trim board. It is critical to have the fascia 
ÐÉÅÃÅ ÐÒÏÔÒÕÄÅ Ϋ Бȱ ÁÂÏÖÅ ÔÈÅ ÓÕÂ-structure 
ÓÕÒÆÁÃÅȢ 4ÈÉÓ ×ÉÌÌ ÃÒÅÁÔÅ ÔÈÅ ȰÆÒÁÍÅȱ ÎÅÃÅÓÓÁÒÙ 
to be filled in with Tr ÅÄÚΐ ÄÅÃË ÐÉÅÃÅÓȢ 

2. The above illustration represents the typical 
sub-structure construction at completion.  

3. Additional blocking is required at all posts 
locations and between joists. Illustrations are 
provided to clarify post blocking. 

4. Once the sub-structure and blocking is in 
place you are ready to begin filling in the 
surface of the deck. 

 

 

  

SUB-STRUCTURE FRAMING 
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The illustrations above represent the requirements for 
blocking around corner and intermediate posts.  

For the corner post attach the smaller blocking piece   
to the face of the post.  Next, measure and trim a 
blocking piece that spans the distance between the 
outer joist and the first running joist. Securely fasten 
this member to the post as well as the inner and outer 
joists. 

The intermediate post will require 2 blocking pieces 
that span the outer to inner joist. As in the corner 
example attach a small blocking piece to the post 
followed by the 2 spanning blocks. Securely fasten all 
three pieces to the posts as well as the inner and outer 
joists. 

It is recommended that lag bolts be used to fasten 
blocking pieces to posts and joists. A minimum of 2 
bolts are required to prevent twisting.  

Jimdi, Inc. 

5375 Edgeway Dr. Allendale, MI 49301 
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CORNER POST BLOCKING INTERMEDIATE POST BLOCKING 

FASCIA DETAIL 
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1. The installation of decking pieces must begin 
at the outer corner of the sub-structure. 

2. The deck pieces are designed to utilize a 
hidden clip system as well as a tongue and 
groove locking feature. 

3. Familiarize yourself with the pieces of decking 
material. You will notice that the bottom of 
the deÃËÉÎÇ ÐÉÅÃÅ ÈÁÓ ȰÂÁÌÌȱ ÓÈÁÐÅÄ ÆÅÁÔÕÒÅ 
that is designed to snap into the clip. 

4. )Ô ÉÓ ÅÓÓÅÎÔÉÁÌ ÔÈÁÔ ÔÈÅ ȰÂÁÌÌȱ ÏÆ ÔÈÅ ÄÅÃË ÐÉÅÃÅ 
faces toward the house. 

5. It will be necessary to remove the protrusions 
on each row end of the 4ÒÅÄÚΐ board at each 
side of the deck. 

6. Using a chop saw cut off the protrusions on 
the deck material. The ȰÔÏÎÇÕÅÓȱ ÏÎÌÙ ÎÅÅÄ ÔÏ 
be removed at each row end. 

7. The outermost row decking material can be 
used at full length. Measure and mark a 
square cutout  for the deck post. Create lines 
paralÌÅÌ ÁÔ Аȱ ÏÕÔÓÉÄÅ ÏÆ ÔÈÅ ÍÁÒËÅÄ ÌÉÎÅÓȢ 
This will create relief to prevent binding of the 
deck pieces should the post move over time. 

6. Using a large drill bit drill through the 
decking material to create a pilot hole for a 
sabre saw to finish the square cut. 

7. Clips will be used to hold the decking in place. 
3ÌÉÄÅ ÃÌÉÐÓ ÏÎÔÏ ÔÈÅ ȰÂÁÌÌȱ ÐÏÒÔÉÏÎ ÏÆ ÔÈÅ 
ÄÅÃËÉÎÇȢ έ ÏÒ ή ÃÌÉÐÓ ÁÒÅ ÒÅÑÕÉÒÅÄ ÐÅÒ ήȭ ÓÅÃÔÉÏÎ 
of decking. Clip requirements are determined 
by the joist spacing of the sub-structure.  

8. Slide the deck piece over the post and down 
to the joists. The piece should fit nicely into 
the corner with minimal gap. ( Providing the 
post cutout was done properly). 

9. Position and secure each clip onto a joist 
member. 

10. The rest of the row can be completed. 
11. Slide clips onto the next piece of decking and 
ÓÌÉÄÅ ÔÈÅ ȰÔÏÎÇÕÅȱ ÉÎÔÏ ÔÈÅ ȰÇÒÏÏÖÅȱ ÏÆ ÔÈÅ 
mating decking piece. Secure clips to joists. 

12. At the opposite end of the row, trim, mark out 
and cut end piece in the same fashion as you 
did the first.  
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REMOVE PROTRUSIONS 

WHEN REQUIRED 

TONGUE AND GROOVE DESIGN  
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DECKING MATERIAL AND POST HAVE BEEN REMOVED FOR CLARITY 

13. The remaining field of decking can now be 
completed. 

14. In the above illustration it should be noted 
that a staggered joint needs to be created.  

15. 4ÈÅ ÔÈÒÅÅ ÌÅÎÇÔÈÓ ÏÆ ÃÕÔÓ ÒÅÑÕÉÒÅÄ ÁÒÅ Ϋάȱȟ άήȱ 
ÁÎÄ έΰȱ ÆÏÒ Ϋάȱ ÊÏÉÓÔ ÃÅÎÔÅÒÓ. When installing 
ÁÔ Ϋΰȱ ÊÏÉÓÔ ÃÅÎÔÅÒÓ ÔÈÅ ÌÅÎÇth of cuts are 
ΫΰȱÁÎÄ έάȱȢ Do not discard the cut off portions 
of decking. The will be used at the opposite 
end of the deck. Remove protrusions from end 
of decking that rests against the outside 
frame. ! ÍÁØÉÍÕÍ ÏÆ ήȱ ÏÖÅÒÈÁÎÇ ÉÓ 
permitted at 4ÒÅÄÚΐ tongue  and groove 
ends  and joists.  

16. As in previous steps, slide clips on, locate 
decking on joists and fasten clips to joists. 

17. Use full length pieces to work across decking 
until you reach the other side. Using the 
ÃÕÔÏÆÆȭÓ ÆÉÌÌ ÔÈÅ ÄÅÃË ÓÕÒÆÁÃÅ ÔÏ ÃÏÍÐÌÅÔÅ ÔÈÅ 
row. 

18. Running three staggered rows at a time will 
provide the pieces necessary without waste. 

19. It is re quired  as an additional safety 
ÍÅÁÓÕÒÅ ÔÏ ȰÔÏÅ ÎÁÉÌȱ Á ÄÅÃË ÓÃÒÅ× ÁÔ each 
4ÒÅÄÚΐ row end. Drive screw at 45° angle 
through decking side and into the joist.  

20. Continue installing decking in  a staggered 
fashion until the decking field nears the 
house. 

21. Attach the L shaped Trim piece on the ledger 
board attached to the structure. This piece 
will be used to retain the final row of decking. 

22. It is likely that the last of row decking will 
have to be trimmed to fit in the available 
space. Measure and rip the decking to size.   

23. Slide the deck board under the trim piece and 
snap it into the clip.  

24. This completes the installation of the decking 
platform. Installation of the stairs is next. 

TOE NAIL EACH 42%$:ΐ ENDS 
TO JOISTS AT EACH ROW END. 

42%$:ΐ $%#+).' ).34!,,!4)/. ɉ#/.ȭ4Ɋ 
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STAIR STRUCTURE FRAMING AND INSTALLATION  

1. )Ô ÉÓ ÒÅÃÏÍÍÅÎÄÅÄ ÔÈÁÔ ÓÔÁÉÒÓ ÏÆ ήβȱ ×ÉÄÅ ÂÅ 
constructed. 

2. Shorter widths are acceptable, but require 
ÃÕÔÔÉÎÇ ÏÆ 4ÒÅÄÚΐȢ 

3. A fundamental understanding of stringer 
construction is necessary to successfully build 
a strong and long lasting stair. 

4. In the above illustrations key components of a 
stair are identified. 

5. Run is the horizontal mounting surface for the 
Ȱ4ÒÅÄÚΐȱ ÄÅÃËÉÎÇȢ 

6. Rise is the vertical face of the stringer. This 
surface is where the riser trim will be 
mounted. The rise also determines the vertical 
distance of each step. 

7. Stringer the board from which the rise and 
run are cut from. This board is typically a 2 x 
12. 3ÐÁÃÅ ÓÔÒÉÎÇÅÒÓ ÁÔ Ϋΰȱ ÃÅÎÔÅÒÓȢ 

8. The illustration on the following page will 
walk you through a typical example of the 
stinger calculation and cutting. 

9. Measure and cut the riser trim board to fit. 
Attach to the face of the riser. The trim board 
is cut 7/8ȱ ÔÁÌÌÅÒ ÔÈÁÎ ÔÈÅ ÒÉÓÅ, 47ȱ ÌÏÎÇȢ Leave 
this board about Бȱ shorter than tread width.  

10. Position starter clips on the stringer butted up 
against the riser trim face and secure. These 
clips need to be secured to the stringer first, 
ÁÓ ÔÈÅ 4ÒÅÄÚΐ ÂÏÁÒÄ ×ÉÌÌ ÃÏÎÃÅÁÌ ÔÈÅ ÓÃÒÅ×Ȣ 

11. Locate and secure standard deck clips onto 
the stringer so that a second deck board can 
be attached to the stringer. 

12. Snap tread board into clip. The TÒÅÄÚΐ ÓÈÏÕÌÄ 
ÏÖÅÒÈÁÎÇ ÔÈÅ ÔÒÉÍ ÂÏÁÒÄ ÂÙ ÁÂÏÕÔ ίȾβȱȢ Drive 
a screw w/cap through the TÒÅÄÚΐ ÎÅÁÒ ÅÁÃÈ 
end. This will secure the outer 4ÒÅÄÚΐ ÂÏÁÒÄ 
to the stringer trim board.  Care must be taken 
not to overdrive this screw.  

13. Repeat for additional stairs. 


